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1
DIGITAL TRANSMITTER AND METHOD
FOR COMPENSATING MISMATCH IN
DIGITAL TRANSMITTER

CROSS REFERENCE TO RELATED
APPLICATIONS

This application claims the benefit of U.S. Provisional
Application No. 61/825,630, which was filed on May 21,
2013 and is included herein by reference.

BACKGROUND

The present invention relates to a digital transmitter and a
method for compensating mismatch in a digital transmitter,
and more particularly to a low noise and low cost digital
transmitter and related compensation method.

In wireless communication system, using a digital trans-
mitter to digitally amplify and transmit RF (Radio Fre-
quency) signal can be the most area saving and power effi-
cient way. Conventionally, there have two ways to implement
the digital transmitter. The first type is thermo-coding, and the
second type is binary-coding. For the thermo-coding digital
transmitter, the output power is a combination of a plurality of
unit powers outputted by a plurality of unit cells. Therefore, a
thermo-coding digital transmitter may need a lots ofunit cells
to generate a high power output signal. On the other hand, the
binary-coding digital transmitter uses a plurality of binary-
coding cells to generate an amplified output signal. The num-
ber of the binary-coding cells is less than the number of unit
cells of the thermo-coding digital transmitter because the
binary-coding cell may generate power higher than the unit
power of the thermo-coding digital transmitter. The areas of
the binary-coding cells should be well-defined to output their
corresponding powers. In practical, however, the semicon-
ductor process may somehow cause the mismatch occurs in
the unit cells or binary-coding cells, and consequently affect
the performance of the digital transmitter.

Therefore, how to solve the cell mismatch problem of a
digital transmitter is an urgent problem in the field of wireless
communication system.

SUMMARY

One objective of the present embodiment is to provide a
low noise and low cost digital transmitter and related com-
pensation method.

According to a first embodiment of the present invention, a
digital transmitter is disclosed. The digital transmitter com-
prises a plurality of converting devices, a compensation
device, and a combining circuit. The plurality of converting
devices are arranged to generate a plurality of converting
signals according to a plurality of digital input signals. The
compensation device is arranged to generate at least one
compensation signal according to the plurality of digital input
signals. The combining circuit is arranged to output an ampli-
fied output signal according to the plurality of converting
signals and the at least one compensation signal.

According to a second embodiment of the present inven-
tion, a method for compensating a digital transmitter is dis-
closed. The method comprises the steps: using a plurality of
converting devices for generating a plurality of converting
signals according to a plurality of digital input signals; gen-
erating at least one compensation signal according to the
plurality of digital input signals; and outputting an amplified
output signal according to the plurality of converting signals
and the at least one compensation signal.
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These and other objectives of the present invention will no
doubt become obvious to those of ordinary skill in the art after
reading the following detailed description of the preferred
embodiment that is illustrated in the various figures and draw-
ings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1is a diagram illustrating a digital transmitter accord-
ing to a first embodiment of the present invention.

FIG. 2 is a diagram illustrating a look-up table according to
an embodiment of the present invention.

FIG. 3 is a diagram illustrating a digital transmitter accord-
ing to a second embodiment of the present invention.

FIG. 4 is a diagram illustrating a plurality of binary-coding
converting devices, a DAC circuit, and an adding circuit
according to an embodiment of the present invention.

FIG. 5 is a diagram illustrating a plurality of binary-coding
converting devices, a DAC circuit, and an adding circuit
according to another embodiment of the present invention.

FIG. 6 is a diagram illustrating a binary-coding converting
device according to an embodiment of the present invention.

FIG. 7 is a flowchart illustrating a method for compensat-
ing a digital transmitter according to an embodiment of the
present invention.

DETAILED DESCRIPTION

Certain terms are used throughout the description and fol-
lowing claims to refer to particular components. As one
skilled in the art will appreciate, electronic equipment manu-
facturers may refer to a component by different names. This
document does not intend to distinguish between components
that differ in name but not function. In the following descrip-
tion and in the claims, the terms “include” and “comprise” are
used in an open-ended fashion, and thus should be interpreted
to mean “include, but not limited to . . . ”. Also, the term
“couple” is intended to mean either an indirect or direct
electrical connection. Accordingly, if one device is coupled to
another device, that connection may be through a direct elec-
trical connection, or through an indirect electrical connection
via other devices and connections.

Please refer to FIG. 1, which is a diagram illustrating a
digital transmitter 100 according to a first embodiment of the
present invention. For illustration purpose, FIG. 1 particularly
focuses on an output stage of a digital transmitter, and there-
fore some circuits of the digital transmitter may be omitted
here. The digital transmitter 100 comprises a plurality of
converting devices 102_1-102_», a compensation device
104, and a combining circuit 106. The plurality of converting
devices 102_1-102_ » are arranged to generate a plurality of
converting signals So_1-So_n according to a plurality of digi-
tal input signals D_1-D_n respectively. The compensation
device 104 is arranged to generate a plurality of compensation
signals Sc_1-Sc_n according to the plurality of digital input
signals D_1-D_n respectively. The combining circuit 106 is
arranged to output an amplified output signal Sout according
to the plurality of converting signals So_1-So_n and the plu-
rality of compensation signals Sc_1-Sc_n.

The compensation device 104 comprises a storage circuit
1042, a plurality of digital to analog converting (DAC) cir-
cuits 1044_1-1044_ », and a calibration circuit 1046. The
storage circuit 1042 is arranged to store a look-up table
10424, wherein the look-up table 1042a records a plurality of
compensation values C_1-C__» corresponding to the plural-
ity of converting devices 102_1-102__» respectively. The plu-
rality of digital to analog converting circuits 1044_1-1044_»
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are coupled to the plurality of converting devices 102_1-
102 » for generating the plurality of compensation signals
Sc_1-Sc_n according to the plurality of compensation values
C_1-C_n respectively. The calibration circuit 1046 is
arranged to generate the look-up table 10424 including the
plurality of compensation values C_1-C_n. For example, the
calibration circuit 1046 selects at least one converting device
of the plurality of converting devices 102_1-102_ to be a
reference converting device, and calibrates the plurality of
converting devices 102_1-102_ » to generate the plurality of
compensation values C_1-C_n according to the reference
converting device.

Following takes the binary coding scheme as an example to
explain the proposed compensation mechanism. More spe-
cifically, according to the present embodiment, the plurality
of digital input signals D_1-D_n are a plurality of binary-
coding digital bits respectively, wherein the digital input sig-
nal D_1 is the least significant bit (LSB) and the digital input
signal D_n is the most significant bit (MSB) in the binary-
coding digital bits. Therefore, the significances of the plural-
ity of digital input signals D_1-D_n are orderly increased
from D_1 to D_n. The plurality of binary-coding converting
devices 102_1-102_ » are arranged to generate the plurality
of converting signals So_1-So_n having powers of P*2°,
p#2!, P¥22 . . ., P*¥2¢"! respectively when plurality of
binary-coding converting devices 102_1-102_ » are turned
on individually, in which P is the power of the converting
signal So_1 generated by the converting device 102_1. There-
fore, ideally, the areas of the plurality of binary-coding con-
verting devices 102_1-102_» should also be A*2°, A*2',
A*22 . A¥20D respectively in order to generate the above
mentioned powers, in which A is the area of the converting
device 102_1. However, in practice, the semiconductor pro-
cess may cause the areas of the plurality of binary-coding
converting devices 102_1-102_» to deviate from their
respective sizes. Accordingly, the nonlinearity effect occurs
in the amplified output signal Sout if no compensation is
applied to the plurality of binary-coding converting devices
102_1-102_ ». In other words, the mismatches between the
respective areas of the plurality of binary-coding converting
devices 102_1-102_ » may degrade the noise floor of the
amplified output signal Sout.

Therefore, the present compensation device 104 is aimed
on calibrate the effect caused by the area mismatches of the
plurality of binary-coding converting devices 102_1-102_»
such that the powers of the plurality of converting signals
So_1-So_n having powers of P*2°, p*2! p*22, . P*20-D
respectively.

When the digital transmitter 100 is fabricated by the semi-
conductor process, the data in the look-up table 1042¢ is not
built up yet. Therefore, the compensation device 104 is
arranged to buildup the data of the look-up table 10424 first.
According to this embodiment, the calibration circuit 1046
first selects the least significant converting device (i.e. 102_1)
in the plurality of binary-coding converting devices 102_1-
102_ 7 to be the reference binary-coding converting device,
and to calibrate the plurality of binary-coding converting
devices 102_1-102__» to generate the plurality of compensa-
tion values C_1-C_n by referencing to the reference binary-
coding converting device. As the least significant converting
device 102_1 is the reference binary-coding converting
device, the least significant converting device 102_1 is not
calibrated, i.e. C_1=0. Therefore, the first DAC 1044_1 may
be an optional device for the digital transmitter 100. In other
words, if one (or more) binary-coding converting device s
selected to be the reference binary-coding converting device,
then the selected one (or more) binary-coding converting
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device is not calibrated, and the corresponding compensation
DAC circuit is also not necessary.

In this embodiment, when the least significant converting
device 102_1 is the reference binary-coding converting
device, the least significant converting device 102_1 is first
arranged to generate twice power, i.e. 2*P, of the converting
signal So_1 corresponding to the digital input signal D_1
with the value of bit 1. It is noted that the twice power 2*P of
the converting signal So_1 can be generated by the least
significant converting device 102_1 in conjunction with a
duplicate of the least significant converting device 102_1 (not
shown in FIG. 1). The calibration circuit 1046 detects and
records the twice power 2*P of the converting signal So_1.

Then, only the second converting device 102_2 (i.e. the
higher significant converting device) is turned on to generate
the second converting signal So_2 corresponding to the sec-
ond digital input signal D_2 with the value of bit 1. The
calibration circuit 1046 detects and records the power P2 of
the second converting signal So_2. Then, the calibration cir-
cuit 1046 compares the power P2 of the second converting
signal So_2 with the power 2*P. If the power P2 of the second
converting signal So_2 is different from the power 2*P, the
calibration circuit 1046 adjusts the second compensation
value C_2 and controls the second DAC 1044_2 to generate
the second compensation signal Sc_2 to the second convert-
ing device 102_2 according to the second compensation value
C_2 until the power summation of the second converting
signal So_2 and the second compensation signal Sc_2 equal
to the power 2*P. In this embodiment, the second converting
device 102_2 is intentionally designed to have lower power
than the power 2*P such that the second DAC 1044_2 can
provide the shortage of power to the second converting device
102_2 via the second compensation signal Sc_2. However,
this is not the limitation of the present invention. Moreover,
the calibration circuit 1046 may apply the SAR (Successive
Approximation Register) algorithm with binary search to find
out the second compensation value C_2, and this is also not
the limitation of the present invention.

When the power summation of the second converting sig-
nal So_2 and the second compensation signal Sc_2 equal to
the power 2*P, the calibration circuit 1046 records the corre-
sponding second compensation value C_2 into the row 202_2
in the look-up table 1042a as shown in FIG. 2, which is a
diagram illustrating the look-up table 1042a according to an
embodiment of the present invention. In the look-up table
1042a, the first column 201_1 records the plurality of digital
input signals D_1-D_n of the plurality of binary-coding con-
verting devices 102_1-102__» respectively. The second col-
umn 201_2 records the bit values (i.e. 0 or 1) of the plurality
of digital input signals D_1-D_n. The third column 201_3
records the plurality of compensation values C_1-C_n corre-
sponding to the bit values of the plurality of digital input
signals D_1-D_n respectively. It can be seen that when the bit
value of a digital input signal is 0, the corresponding com-
pensation value is also 0. The compensation value only works
on when the bit value of a digital input signal is 1. This is
because when the bit value of a digital input signal is 0, the
corresponding converting device is turned off.

Back to previous paragraph, when the second compensa-
tion value C_2 is determined by the calibration circuit 1046,
the calibration goes onto the third converting device 102_3.
The goal is to calibrate the power P3 of the third converting
signal So_3 to equal the quadruple power, i.e. P*22, of the
converting signal So_1. To determine the third compensation
value C_3, only the third converting device 102_3 (i.e. the
higher significant converting device) is turned on to generate
the third converting signal So_3 corresponding to the third
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digital input signal D_3 with the value of bit 1. The calibration
circuit 1046 detects and records the power P3 of the third
converting signal So_3. Then, the calibration circuit 1046
compares the power P3 of the third converting signal So_3
with the power summation (i.e. 2*P+2*P=4*P) of the twice
power of the first converting signal So_1 and the calibrated
second converting signal So_2. If the power P3 of the third
converting signal So_3 is different from the power 4*P, the
calibration circuit 1046 adjusts the third compensation value
C_3 and controls the third DAC 1044_3 to generate the third
compensation signal Sc_3 to the third converting device
102_3 according to the third compensation value C_3 until
the power summation of the third converting signal So_3 and
the third compensation signal Sc_3 equal to the power 4*P.
Similarly, the third converting device 102_3 is intentionally
designed to have lower power than the power 4*P such that
the third DAC 1044_3 can provide the shortage of power to
the third converting device 102_3 via the second compensa-
tion signal Sc_2.

When the power summation of the third converting signal
So_3 and the third compensation signal Sc_3 equal to the
power 4*P, the calibration circuit 1046 records the corre-
sponding third compensation value C_3 into the row 202_3 in
the look-up table 10424 as shown in FIG. 2.

Accordingly, by using the similar method, the rest of the
converting devices 102_4-102_ » can be calibrated to have
powers of P¥23, .. P*2¢""U respectively. The corresponding
compensation values C_4-C_nare obtained and recorded into
the look-up table 10424. Therefore, after the calibration per-
formed to the plurality of binary-coding converting devices
102_1-102_ », the powers of the plurality of calibrated con-
verting signals So_1-So_n are P¥2°, P*2! p*22, . Pp*2(h
respectively.

It should be noted that the above embodiment selects the
least significant converting device 102_1 to be the reference
binary-coding converting device. However, this is not the
limitation of the present invention. In another embodiment,
the most significant converting device 102_» can also be
selected to be the reference binary-coding converting device.
Ifthe most significant converting device 102_ » is selected to
be the reference binary-coding converting device, the most
significant converting device 102_ # is first arranged to gen-
erate a power 2 V*¥P of the converting signal So_n corre-
sponding to the digital input signal D_n with the value of bit
1. The calibration circuit 1046 detects and records the power
2@-D¥P of the converting signal So_n.

Then, only the next converting device 102_(n-1) (i.e. the
lower significant converting device) is turned on to generate
the converting signal So_(n-1) corresponding to the digital
input signal D_(n-1) with the value of bit 1. The calibration
circuit 1046 detects and records the power P(n-1) of the
converting signal So_(n-1). Then, the calibration circuit
1046 compares the power P(n-1) of the converting signal
So_(n-1) with a half of the power 20" V*P, i.e. 202*P, If the
power P(n-1) of the converting signal So_(n-1) is different
from the power 20"2*P, the calibration circuit 1046 adjusts
the compensation value C_(n-1) and controls the DAC 1044 _
(n-1) to generate the compensation signal Sc_(n-1) to the
converting device 102_(n-1) according to the compensation
value C_(n-1) until the power summation of the converting
signal So_(n-1) and the compensation signal Sc_(n-1) equal
to the power 2P,

When the power summation of the converting signal So_
(n-1) and the compensation signal Sc_(n-1) equal to the
power 20"2*P, the calibration circuit 1046 records the corre-
sponding compensation value C_(n-1) into the row 202_(n-
1) in the look-up table 10424 as shown in FIG. 2.

5

10

15

20

25

30

35

40

45

55

60

65

6

When the compensation value C_(n-1) is determined by
the calibration circuit 1046, the calibration goes on to the next
converting device 102_(n-2). The goal is to calibrate the
power P(n-2) of the converting signal So_(n-2) to equal a
halfofthe power 20 2*P, i.e. 20"*P, of the converting signal
So_(n-1). To determine the compensation value C_(n-2),
only the converting device 102_(n-2) is turned on to generate
the converting signal So_(n-2). The calibration circuit 1046
detects and records the power P(n-2) of the converting signal
So_(n-2). Then, the calibration circuit 1046 compares the
power P(n-2) of the converting signal So_(n-2) with the half
of the power (i.e. 27"*P) of the calibrated converting signal
So_(n-1). If the power P(n-2) of the third converting signal
So_3 is different from the power 20¥*P, the calibration
circuit 1046 adjusts the compensation value C_(n-2) and
controls the DAC 1044_(n-2) to generate the compensation
signal Sc_(n-2) to the converting device 102_(n-2) accord-
ing to the compensation value C_(n-2) until the power of the
converting signal So_(n-2) equal to the power 2¢»*P.

When the power of the converting signal So_(n-2) and the
compensation signal Sc_(n-2) equal to the power 273 *P, the
calibration circuit 1046 records the corresponding compen-
sation value C_(n-2) into the row 202_(n-2) in the look-up
table 1042a as shown in FIG. 2. Accordingly, by using the
similar method, the rest of the converting devices 102_(n-3)-
102_1 can be calibrated to have powers of P¥2¢% . P*2°
respectively. The corresponding compensation values C_(n-
3)-C_1 are obtained and recorded into the look-up table
1042a. Therefore, after the calibration performed to the plu-
rality of binary-coding converting devices 102_1-102_ », the
powers of the plurality of calibrated converting signals So_1-
So_n are P¥2°, P*2! P¥22, . P*2¢ respectively.

After the calibration, the look-up table 1042qa stores the
compensation values C_n-C_1 corresponding to the convert-
ing devices 102 7-102_1 respectively. When the digital
transmitter 100 is under operating to amplify the plurality of
digital input signals D_1-D_n, the plurality of DAC circuits
1044_1-1044_ » refer to the bit values (i.e. 0 or 1) of the
plurality of digital input signals D_1-D_n to selectively out-
put the corresponding compensation signals Sc_1-Sc_n.
More specifically, if the bit value of a digital input signal is 1,
then the corresponding DAC circuit outputs the correspond-
ing compensation signal to the corresponding converting
device. If the bit value of a digital input signal is O, then the
corresponding DAC circuit may not output the corresponding
compensation signal to the corresponding converting device.
It should be noted that the compensation values C_1-C_n can
be changed based on temperature or other factors. Therefore,
another independent algorithm can be applied to adjust the
compensation values C_1-C_n over temperature.

Please refer to FIG. 3, which is a diagram illustrating a
digital transmitter 300 according to a second embodiment of
the present invention. For illustration purpose, F1G. 3 particu-
larly focuses on an output stage of a digital transmitter, and
therefore some circuits of the digital transmitter may be omit-
ted here. The digital transmitter 300 comprises a plurality of
converting devices 302_1-302_n, a compensation device
304, and a combining circuit 306. The plurality of converting
devices 302_1-302__» are arranged to generate a plurality of
converting signals So_1'-So_n' according to a plurality of
digital input signals D_1'-D_n' respectively. The compensa-
tion device 304 is arranged to generate a compensation signal
Sc' according to the plurality of digital input signals D_1'-
D_n'. The combining circuit 306 is arranged to output an
amplified output signal Sout' according to the plurality of
converting signals So_1'-So_n' and the compensation signal
Sc'.
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The compensation device 304 comprises a storage circuit
3042, a digital to analog converting (DAC) circuit 3044, a
calibration circuit 3046, and an adding circuit 3048. The
storage circuit 3042 is arranged to store a look-up table
30424, wherein the look-up table 3042a records a plurality of
compensation values C_1'-C_n' corresponding to the plural-
ity of converting devices 302_1-302_» respectively. The
adding circuit 3048 is arranged to adding up the values of the
plurality of compensation values C_1—-C_n' to generate a
total compensation value CS' according to the plurality of
digital input signals D_1'-D_n'. The digital to analog convert-
ing circuit 3044 is arranged to generate the compensation
signal Sc' according to the total compensation value CS',
wherein the amplified output signal Sout' is a summation of
the plurality of converting signals So_1'-So_n' and the com-
pensation signal Sc'. The DAC circuit 3044 may be a dupli-
cate DAC of a part of the plurality of converting devices
302_1-302_». The calibration circuit 3046 is arranged to
generate the look-up table 30424 including the plurality of
compensation values C_1'-C_n'". For example, the calibration
circuit 1046 selects at least one converting device of the
plurality of converting devices 302_1-302_» to be a refer-
ence converting device, and to calibrate the plurality of con-
verting devices 302_1-302_» to generate the plurality of
compensation values C_1'-C_n' according to the reference
converting device.

Following takes the binary coding scheme as an example to
explain the compensation mechanism.

Similarly, the present compensation device 304 is aimed on
calibrate the effect caused by the area mismatches of the
plurality of binary-coding converting devices 302_1-302_»
such that the powers of the plurality of converting signals
So_1'-So_n' having powers of P'*2°, P2, p#22 | . | |
P'#20 1 respectively.

When the digital transmitter 300 is fabricated by the semi-
conductor process, the data in the look-up table 3042¢ is not
built up yet. Therefore, the compensation device 304 is
arranged to buildup the data of the look-up table 30424 first.
According to this embodiment, the calibration circuit 3046
first selects the least significant converting device (i.e. 302_1)
in the plurality of binary-coding converting devices 302_1-
302_# to be the reference binary-coding converting device,
and to calibrate the plurality of binary-coding converting
devices 302_1-302__» to generate the plurality of compensa-
tion values C_1'-C_n' by referencing to the reference binary-
coding converting device. As the least significant converting
device 302_1 is the reference binary-coding converting
device, the least significant converting device 302_1 is not
calibrated, i.e. C_1'=0. In other words, if one (or more)
binary-coding converting device s selected to be the reference
binary-coding converting device, then the selected one (or
more) binary-coding converting device is not calibrated.

In this embodiment, when the least significant converting
device 302_1 is the reference binary-coding converting
device, the least significant converting device 302_1 is first
arranged to generate twice power, i.e. 2*P', of the converting
signal So_1' corresponding to the digital input signal D_1'
with the value of bit 1. It is noted that the twice power 2*P' of
the converting signal So_1' can be generated by the least
significant converting device 302_1 in conjunction with a
duplicate of the least significant converting device 302_1 (not
shown in FIG. 3). The calibration circuit 3046 detects and
records the twice power 2*P' of the converting signal So_1".

Then, only the second converting device 302_2 (i.e. the
higher significant converting device) is turned on to generate
the second converting signal So_2' corresponding to the sec-
ond digital input signal D_2' with the value of bit 1. The
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calibration circuit 3046 detects and records the power P2' of
the second converting signal So_2'. Then, the calibration
circuit 3046 compares the power P2' of the second converting
signal So_2' with the power 2*P'. If the power P2' of the
second converting signal So_2' is different from the power
2*P', the calibration circuit 3046 adjusts the second compen-
sation value C_2' and controls the DAC 3044 to generate the
compensation signal Sc' to the second converting device
302_2 according to the second compensation value C_2'until
the power summation of the second converting signal So_2'
and the compensation signal Sc' equal to the power 2*P'. In
this embodiment, the second converting device 302_2 is
intentionally designed to have lower power than the power
2*P' such that the DAC 3044 can provide the shortage of
power to the second converting device 302_2 via the com-
pensation signal Sc'. However, this is not the limitation of the
present invention. Moreover, the calibration circuit 3046 may
apply the SAR (Successive Approximation Register) algo-
rithm with binary search to find out the compensation value
C_2', and this is also not the limitation of the present inven-
tion.

When the power summation of the second converting sig-
nal So_2"and the compensation signal Sc' equal to the power
2*P', the calibration circuit 3046 records the corresponding
second compensation value C_2' in the look-up table 3042a4.
The look-up table 3042a is similar to the look-up table 10424
as shown in FIG. 2, thus the detailed description is omitted
here for brevity.

When the second compensation value C_2' is determined
by the calibration circuit 3046, the calibration goes on to the
third converting device 302_3. Similarly, the goal is to cali-
brate the power P3' of the third converting signal So_3' to
equal the quadruple power, i.e. P'*22, of the converting signal
So_1". To determine the third compensation value C_3', only
the third converting device 302_3 (i.e. the higher significant
converting device) is turned on to generate the third convert-
ing signal So_3' corresponding to the third digital input signal
D_3' with the value of bit 1. The calibration circuit 3046
detects and records the power P3' of the third converting
signal So_3'". Then, the calibration circuit 3046 compares the
power P3' of the third converting signal So_3' with the power
summation (i.e. 2*P'+2*P'=4*P") of the twice power of the
first converting signal So_1' and the calibrated second con-
verting signal So_2". If the power P3' of the third converting
signal So_3' is different from the power 4*P', the calibration
circuit 3046 adjusts the third compensation value C_3' and
controls the DAC 3044 to generate the compensation signal
Sc' to the third converting device 302_3 according to the third
compensation value C_3' until the power summation of the
third converting signal So_3' and the compensation signal Sc'
equal to the power 4*P'. Similarly, the third converting device
302_3 is intentionally designed to have lower power than the
power 4*P' such that the DAC 3044 can provide the shortage
of power to the third converting device 302_3 via the com-
pensation signal Sc'.

When the power summation of the third converting signal
So_3' and the compensation signal Sc' equal to the power
4*P', the calibration circuit 3046 records the corresponding
third compensation value C_3'into the look-up table 3042a as
shown in FIG. 2.

Accordingly, by using the similar method, the rest of the
converting devices 302_4-302_ » can be calibrated to have
powers of P*23, . P"*20"D respectively. The correspond-
ing compensation values C_4'-C_n' are obtained and
recorded into the look-up table 3042a. Therefore, after the
calibration performed to the plurality of binary-coding con-
verting devices 302_1-302__», the powers of the plurality of
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calibrated converting signals So_1'-So_n' are P'*2°, P'*2!,
P22, .. P'*20D respectively.

It should be noted that the above embodiment selects the
least significant converting device 302_1 to be the reference
binary-coding converting device. However, this is not the
limitation of the present invention. In another embodiment,
the most significant converting device 302z can also be
selected to be the reference binary-coding converting device.
Similar to the digital transmitter 100, if the most significant
converting device 302_» is selected to be the reference
binary-coding converting device, the calibration starts on the
converting device 302_(n-1), and then orderly goes on to the
lower significant converting devices 302_(n-2)-302_1. As
the calibration is similar to the calibration of the digital trans-
mitter 100, the detailed description is omitted here brevity.

After the calibration, the look-up table 30424 stores the
compensation values C_1'-C_n' corresponding to the con-
verting devices 302_1-302__# respectively. When the digital
transmitter 300 is under operating to amplify the plurality of
digital input signals D_1'-D_n', the adding circuit 3048 refers
the bit values (i.e. 0 or 1) of the plurality of digital input
signals D_1'-D_n'to select a plurality of compensation values
from the look-up table 3042a, and then adds up the plurality
of compensation values to generate the total compensation
value CS' to the DAC circuit 3044. More specifically, the
adding circuit 3048 only selects and adds up the compensa-
tion values corresponding to the digital input signals with bit
values of 1. Then, the DAC 3044 generates the compensation
signal Sc¢' according to the total compensation value CS'. In
this embodiment, the compensation signal Sc' is combined
with the plurality of converting signals So_1'-So_n' to gener-
ate the amplified output signal Sout'. It should be noted that
the compensation values C_1'-C_n' can be changed based on
temperature or other factors. Therefore, another independent
algorithm can be applied to adjust the compensation values
C_1'-C_n' over temperature.

Please refer to FIG. 4, which is a diagram illustrating the
plurality of binary-coding converting devices 302_1-302_16,
the DAC circuit 3044, and the adding circuit 3048 according
to an embodiment of the present invention. In the embodi-
ment, the adding circuit 3048 comprises a plurality of multi-
plexers 4048a_1-4048a_16, and a plurality of adders
40485_1-40485_15. The plurality of multiplexers 4048a_1-
4048a_16 are controlled by the plurality of digital input sig-
nals D_1'-D_16' respectively. The plurality of multiplexers
4048a_1-4048a_16 are arranged to receive the compensation
values C_1'-C_16' respectively. Each multiplexer has two
input terminals, wherein one terminal receives the value O,
and the other terminal receives a corresponding compensa-
tion value. When the bit value of a digital input signal is 1, the
corresponding multiplexer outputs the corresponding com-
pensation value. Otherwise, the corresponding multiplexer
outputs the value 0. Then, the plurality of adders 40485_1-
34048b_15 are arranged to adds up the compensation values
corresponding to the digital input signals with bit values of 1
to generate the total compensation value CS'.

Please refer to FIG. 5, which is a diagram illustrating the
plurality of binary-coding converting devices 302_1-302_16,
the DAC circuit 3044, and the adding circuit 3048 according
to another embodiment of the present invention. In the
embodiment, the adding circuit 3048 comprises a plurality of
multiplexers 5048a_1-5048a_16, and a plurality of adders
50485_1-50485_15. The plurality of multiplexers 5048a_1-
5048a_16 are controlled by the plurality of digital input sig-
nals D_1'-D_16' respectively. The plurality of multiplexers
5048a_1-5048a_16 are arranged to receive the compensation
values C_1'-C_16' of the plurality of binary-coding convert-
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ing devices 302_1-302_16 respectively. In this embodiment,
each compensation value comprises two different values. In
other words, the compensation value C_1' comprises the first
value CL_1" and the second value CH_1', the compensation
value C_2' comprises the first value CI._2' and the second
value CH_2', and so on. The first value is the compensation
value when the bit value of a digital input signal changes to 1
from 0. The second value is the compensation value when the
bit value of a digital input signal changes to 0 from 1.

For example, when the digital transmitter 300 is under
operating, and when the bit value of the digital input signal
D_1 changes to 1 from 0, the multiplexer 5048a_1 outputs the
first value CL_1"to be the compensation value of the convert-
ing device 302_1. When the bit value of the digital input
signal D_1 changes to 0 from 1, the multiplexer 5048a_1
outputs the second value CH_1" to be the compensation value
of the converting device 302_1. By doing this, the glitch
problem induced by the DAC circuit 3044 can be decreased.
Then, the plurality of adders 50485_1-50485_15 are arranged
to adds up the compensation values outputted by the plurality
ofmultiplexers 5048a_1-5048a_16 to generate the total com-
pensation value CS'.

Please refer to FIG. 6, which is a diagram illustrating a
binary-coding converting device 600 according to an embodi-
ment of the present invention. The binary-coding converting
device 600 is applicable for the above mentioned digital
transmitter 100 and 300. The binary-coding converting
device 600 comprises an input stage 602, an adjustable cur-
rent source 604, a current mirror 606, and an output stage 608.
The input stage 602 comprises a plurality of inverters 602a-
602d connected in series. The input stage 602 is arranged to
receive a digital input signal (e.g. D_1). The current mirror
606 comprises a diode-connected field effect transistor 6062
and a field effect transistor 6064. The output stage 608 com-
prises a field effect transistor 6082 and a field effect transistor
6084 connected in cascoded. The connectivity between the
input stage 602, the adjustable current source 604, the current
mirror 606, and the output stage 608 are shown in FIG. 6, thus
the detailed description is omitted here for brevity.

According to the embodiment as shown in FIG. 6, the
adjustable current source 604 is adjusted by the compensation
value (e.g. C_1) stored in the above mentioned look-up table
(e.g. 1042a). The output stage 608 is arranged to output a
converting signal (e.g. So_1) according to the compensation
value and the digital input signal. When the digital transmitter
(e.g. 100) performs the above mentioned calibration, the
adjustable current source 604 is adjusted until the converting
signal (e.g. So_1) to have the predetermined power. As the
power of the converting signal (e.g. So_1) can be adjusted by
increasing the current I or decreasing the current I of the
adjustable current source 604, the calibration process could
be executed from small bit (i.e. lower significant converting
device) to large bit (i.e. higher significant converting device)
or from large bit to small bit.

In summary, the calibration of the above mentioned digital
transmitter can be summarized into the steps of FIG. 7. FIG.
7 is a flowchart illustrating a method 700 for compensating a
digital transmitter (100 or 300) according to an embodiment
of the present invention. For brevity, the method 700 is
described in conjunction with the digital transmitter 300.
Provided that substantially the same result is achieved, the
steps of the flowchart shown in FIG. 7 need not be in the exact
order shown and need not be contiguous, that is, other steps
can be intermediate. The method 700 comprises:
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Step 702: Use the plurality of converting devices 302_1-
302_ » for generating a plurality of converting signals So_1'-
So_n' according to a plurality of digital input signals D_1'-
D_n';

Step 704: Select at least one converting device of the plu-
rality of converting devices 302_1-302__» to be a reference
converting device;

Step 706: Calibrate the plurality of converting devices
302_1-302_ » to generate the plurality of compensation val-
ues C_1'-C_n' according to the reference converting device;

Step 708: Use the look-up table 30424 to record the plu-
rality of compensation values C_1'-C_n' corresponding to the
plurality of converting devices 302_1-302_ » respectively;

Step 710: Add up a plurality of compensation values cor-
responding to the digital input signals with bit 1 to generate
the total compensation value CS' according to the plurality of
digital input signals;

Step 712: Generate the compensation signal Sc¢' according
to the total compensation value CS'; and

Step 714: Output the amplified output signal Sout' accord-
ing to the plurality of converting signals So_1'-So_n' and the
compensation signal Sc'.

Briefly, according to the description of the about embodi-
ments, the present invention solves the nonlinear problem
arises from the mismatches between the areas of the plurality
of converting devices. The present invention uses an auxiliary
small DAC (e.g. 3044) to generate a compensation signal to
compensate the powers of the plurality of converting signals.
The present calibration process is to continuously compare
two cell groups (e.g. two binary-coding converting devices)
following SAR algorithm. The comparing process is done by
using a feedback detection loop (e.g. the compensation
device). Accordingly, the present invention has the advan-
tages ot high accuracy and high resolution. The present inven-
tion is also simple to be implemented. The area and current
consumption of the present digital transmitter are small
either.

Those skilled in the art will readily observe that numerous
modifications and alterations of the device and method may
be made while retaining the teachings of the invention.
Accordingly, the above disclosure should be construed as
limited only by the metes and bounds of the appended claims.

What is claimed is:

1. A digital transmitter, comprising:

a plurality of converting devices, arranged to generate a
plurality of converting signals according to a plurality of
digital input signals;

a compensation device, arranged to generate at least one
compensation signal according to the plurality of digital
input signals; and

a combining circuit, arranged to output an amplified output
signal according to the plurality of converting signals
and the at least one compensation signal.

2. The digital transmitter of claim 1, wherein the compen-

sation device comprises:

a storage circuit, arranged to store a look-up table, wherein
the look-up table records a plurality of compensation
values corresponding to the plurality of converting
devices respectively.

3. The digital transmitter of claim 2, wherein the compen-

sation device further comprises:

an adding circuit, arranged to adding up the plurality of
compensation values to generate a total compensation
value.
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4. The digital transmitter of claim 3, wherein the compen-
sation device further comprises:

a digital to analog converting circuit, arranged to generate
the at least one compensation signal according to the
total compensation value;

wherein the amplified output signal is a summation of the
plurality of converting signals and the at least one com-
pensation signal.

5. The digital transmitter of claim 2, wherein the at least
one compensation signal comprises a plurality of compensa-
tion signals, and the compensation device further comprises:

a plurality of digital to analog converting circuits, coupled
to the plurality of converting devices respectively, for
generating the plurality of compensation signals accord-
ing to the plurality of compensation values respectively.

6. The digital transmitter of claim 5, wherein the amplified
output signal is a summation of the plurality of converting
signals and the plurality of compensation signals.

7. The digital transmitter of claim 2, wherein the compen-
sation device further comprises:

a calibration circuit, arranged to generate the look-up table.

8. The digital transmitter of claim 1, wherein at least one
converting device of the plurality of converting devices is
selected to be a reference converting device, and the plurality
of converting devices are calibrated to generate the plurality
of compensation values according to the reference converting
device.

9. The digital transmitter of claim 8, further comprising a
duplicate of the reference converting device.

10. The digital transmitter of claim 8, wherein when the
reference converting device is a least significant converting
device in the plurality of converting devices, the calibration
circuit uses a power of the converting signal generated by the
least significant converting device to be a reference power,
and refers the reference power to determine the plurality of
compensation values for calibrating powers of a plurality of
more significant converting signals generated by a plurality of
more significant converting devices in the plurality of con-
verting devices such that the powers of the plurality of more
significant converting signals are P*2" respectively, wherein
P is the reference power, n is a positive integer.

11. The digital transmitter of claim 8, wherein when the
reference converting device is a most significant converting
device in the plurality of converting devices, the calibration
circuit uses a power of the converting signal generated by the
most significant converting device to be a reference power,
and refers the reference power to determine the plurality of
compensation values for calibrating powers of a plurality of
less significant converting signals generated by a plurality of
less significant converting devices in the plurality of convert-
ing devices such that the powers of the plurality of less sig-
nificant converting signals are P*27” respectively, wherein P
is the reference power, n is a positive integer.

12. A method for compensating a digital transmitter, com-
prising:

using a plurality of converting devices for generating a
plurality of converting signals according to a plurality of
digital input signals;

generating at least one compensation signal according to
the plurality of digital input signals; and

outputting an amplified output signal according to the plu-
rality of converting signals and the at least one compen-
sation signal.

13. The method of claim 12, wherein the step of generating

the atleast one compensation signal according to the plurality
of digital input signals further comprises:
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using a look-up table to record a plurality of compensation
values corresponding to the plurality of converting
devices respectively.

14. The method of claim 13, wherein the step of generating
the atleast one compensation signal according to the plurality
of digital input signals further comprises:

adding up the plurality of compensation values to generate

a total compensation value according to the plurality of
digital input signals.

15. The method of claim 14, wherein the step of generating
the atleast one compensation signal according to the plurality
of digital input signals further comprises:

generating the at least one compensation signal according

to the total compensation value;

wherein the amplified output signal is a summation of the

plurality of converting signals and the at least one com-
pensation signal.

16. The method of claim 13, wherein the at least one
compensation signal comprises a plurality of compensation
signals, and the step of generating the at least one compen-
sation signal according to the plurality of digital input signals
further comprises:

generating the plurality of compensation signals according

to the plurality of compensation values respectively.

17. The method of claim 16, wherein the amplified output
signal is a summation of the plurality of converting signals
and the plurality of compensation signals.

18. The method of claim 13, wherein the step of generating
the atleast one compensation signal according to the plurality
of digital input signals further comprises:

selecting at least one converting device of the plurality of

converting devices to be a reference converting device;
and

calibrating the plurality of converting devices to generate

the plurality of compensation values according to the
reference converting device.
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19. The method of claim 18, further comprising providing
a duplicate of the reference converting device.

20. The method of claim 18, wherein the reference con-
verting device is a least significant converting device in the
plurality of converting devices, and the step of calibrating the
plurality of converting devices to generate the plurality of
compensation values according to the reference converting
device comprises:

using a power of the converting signal generated by the

least significant converting device to be a reference
power; and

referring the reference power to determines the plurality of

compensation values for calibrating powers of a plural-
ity of more significant converting signals generated by a
plurality of more significant converting devices in the
plurality of converting devices such that the powers of
the plurality of more significant converting signals are
P*2” respectively;

wherein P is the reference power, n is a positive integer.

21. The method of claim 18, wherein the reference con-
verting device is a most significant converting device in the
plurality of converting devices, and the step of calibrating the
plurality of converting devices to generate the plurality of
compensation values according to the reference converting
device comprises:

using a power of the converting signal generated by the

most significant converting device to be a reference
power; and
referring the reference power to determine the plurality of
compensation values for calibrating powers of a plural-
ity of less significant converting signals generated by a
plurality of less significant converting devices in the
plurality of converting devices such that the powers of
the plurality of less significant converting signals are
P*27” respectively;

wherein P is the reference power, n is a positive integer.
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